
  

40MG-M 54MG-M
Fits standard 4" round or square automotive door speakers Fits standard 5.4" round or pin cushion automotive door speakers

 

 

65MG-M MX-69B
Fits standard 6.5" round automotive door speakers Fits standard 6.9" oval automotive door speakers

FEATURES

•  Decorative Wire Mesh over plastic •  Easy to Mount

•  Custom logos available •  MISCO has a variety to speakers to fit each grille.

•  Fits standard automotive speakers

MISCO/MINNEAPOLIS LOUDSPEAKER CO., INC. 2637 32nd AVENUE SOUTH / MINNEAPOLIS, MN 55406-1641 U.S.A.
Call (612) 825-1010  /  Fax (612) 825-7010  /  www.miscospeakers.com

Innovative Loudspeaker Solutions Designed & Made in U.S.A.

Automotive Wire Mesh Grilles



Small Signal Parameters Small Signal Parameters Small Signal Parameters Small Signal Parameters
MX-40 MX-40-8 MX-46 MX-52

Small Signal Parameters Small Signal Parameters Small Signal Parameters
MX_57 MX-65 MX-69B

Revc=    3.300  Ohm
Fo=   46.055  Hz
Sd=   11.499m M²
Vas=   29.996m M³
Cms=    1.598m M/N
Mmd=    6.766m Kg
Mms=    7.475  g
BL=    4.374  T·M
Qms=    1.837
Qes=    0.373
Qts=    0.310
No=     0.800 %
SPLo=   90.824  dB
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Innovative Loudspeaker Solutions 
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